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Connector for IQ009 or IQ013

The USB mini-B connector does not support USB electrical standards, it can only be used with an interface IQ009 or
IQ013.

It is used for the transfer and debugging of the application program in the CPU.

Electrical standard TTL (Use serial interface IQ009 or IQ013)

Communication speed Min. 9.6 Kbaud - max 115200 Kbaud
settable by dip1 and 2 of the switch SW1

Insulation None

.

Connection between Qmove+ e PC using the accessory IQ009

.

Connection between Qmove+ and a device fitted with a RS232 serial port (e.g. a MODEM), using the interface IQ013

Documento generato automaticamente da Qem Wiki - https://wiki.qem.it/
Il contenuto wiki è costantemente aggiornato dal team di sviluppo, è quindi possibile che la versione online contenga
informazioni più recenti di questo documento.

https://wiki.qem.it/doku.php/en/strumenti/accessori/iq009
https://wiki.qem.it/doku.php/en/strumenti/accessori/iq013
https://wiki.qem.it/doku.php/en/strumenti/accessori/iq009
https://wiki.qem.it/doku.php/en/strumenti/accessori/iq013
https://wiki.qem.it/doku.php/en/strumenti/accessori/iq009
https://wiki.qem.it/doku.php/en/strumenti/accessori/iq013
https://wiki.qem.it/lib/exe/detail.php/varie/strumqem_3d_01.png?id=en%3Alib%3Amdl%3Amdl-h-ceprog-010
https://wiki.qem.it/lib/exe/detail.php/cavi/cavo_iq009.png?id=en%3Alib%3Amdl%3Amdl-h-ceprog-010
https://wiki.qem.it/lib/exe/detail.php/varie/pc_01.png?id=en%3Alib%3Amdl%3Amdl-h-ceprog-010
https://wiki.qem.it/doku.php/en/strumenti/accessori/iq009
https://wiki.qem.it/lib/exe/detail.php/varie/strumqem_3d_01.png?id=en%3Alib%3Amdl%3Amdl-h-ceprog-010
https://wiki.qem.it/lib/exe/detail.php/cavi/cavo_iq013.png?id=en%3Alib%3Amdl%3Amdl-h-ceprog-010
https://wiki.qem.it/lib/exe/detail.php/en/cavi/dispositivo_rs232.png?id=en%3Alib%3Amdl%3Amdl-h-ceprog-010
https://wiki.qem.it/doku.php/en/strumenti/accessori/iq013
https://wiki.qem.it/

	Sommario

